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HARDCORE

MFN150BHD
Case size: N150 BHD, DIN B

Technical Information 
The Hardcore MFN150BHD is a high performance, premium quality battery
specifically for European DIN N150 applications which require bottom hold
down ledges or recessed terminals.  The full frame stamped grids deliver high
starting power and excellent corrosion resistance. The MFN150BHD is
engineered & manufactured in Germany and includes accessible vent caps to comply with WorkSafe requirements
for standby diesel generator applications.

Features & Benefits
• Full Frame stamped grids
• High corrosion resistance
• Engineered & manufactured in Germany
• High cranking power
• Meets WorkSafe guidelines for diesel generators

Product details

Issued By: R & J Batteries (NZ) Ltd: 0800 546 000, rjbatt.co.nz

12V Calcium Starting Battery

Not suitable for ISS (Idle Stop Start) applications

Assembly ­ RH Positive [­ +]

Voltage [V] ­ 12

Battery Type ­ Calcium Battery (Ca/Ca) with
screw plugs

Cold Cranking Amps [A] ­ 1200

Battery Capacity [Ah] ­ 190

Reserve Capacity [min.] ­ 0

Length [mm] ­ 513

Width [mm] ­ 223

Height [mm] ­ 223

Weight [kg] ­ 44.9

Terminal Type ­ SAE

Hold­down Type ­ B03


